
    igh-gloss lacquer !nish available in 
Black, White, Mahogany or Bubinga on 
Voce and Duetto.
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Magellan
T R I A N G L Eby

www.triangle-fr.com

« I am rediscovering what ‘sound’ really 
means, that’s exactly the impression I get 
when I’m listening to triangle speakers. 
!e pure pleasure of sound at its most per-
fect; it’s simply joy to my ears »

PHILIPPE GLORIOSO 
photographe et capteur d’émotion

compact speakers:
standmount and center speaker



technical specifications
voce & duetto
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2

TZ2900 MS

T16GMF72MS-MR1

91

50 – 20

100

200

8

4

2800 (24dB/Oct)

250 x 600 x 375

19

TS300

2

2

TZ2900 GC

T16GM-MT10-GC1

88

38 – 20

80

160

107

8

4

2800 (24dB/Oct)

460 x 253 x 350

16

TS400
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tweeter  TZ2900 GC
Optimized by computer simulation, its horn is shaped to 
provide a substantial attenuation of the directivity e"ect, i.e. 
o"-axis drop in high frequency level. A remarkably smooth 
and fluid musical quality!

midrange – woofer
T16GM-MT15-GC2
In the MAGELLAN range, the woofers 
deliver realistic acoustic levels with 
minimum distorsion.

number of drivers
number of ways
tweeter
midrange – woofer
sensitivity (dB/W/m)

frequency range (+/- 3dB Hz-KHz)

power handling ( W )

repetitive peak power
nominal impedance (Ω)

minimum impedance (Ω)

high frequency roll-off (Hz)

dimensions (H x L x P mm)

weight (Kg)

base (option)

number of drivers
number of ways
tweeter
midrange – woofer
sensitivity (dB/W/m)

frequency range (+/- 3dB Hz-KHz)

power handling ( W )

repetitive peak power
spl max (dB)

nominal impedance (Ω)

minimum impedance (Ω)

high frequency roll-off (Hz)

dimensions (H x L x P mm)

weight (Kg)

base (option)


